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Product name: 

Ceramic Fiber Blanket 

 

Product Series： 

●    1260C Ceramic Fiber Blanket  

●    1430C Ceramic Fiber Blanket  

 

 

Description： 

●    Ceramic Fiber Blanket was adopted continuous processing method, the fiber interweaved 

shapely after being needled, which of excellent tensile strength. The blanket contains not any 

bonding agent.  

●    Our blanket has various density and thickness so that our client can have many choices, which 

will bring the perfect insulating framework and profit.  

● Ceramic Fiber Blanket can resist the chemical species well, but not the Hydrofluoric Acid, 

Phosphoric Acid and Strong Base. 

● Ceramic Fiber Blanket have excellent capability of resisting the oil, after being dried it will 

repossess the thermal characteristic and the physical feature. 

 

Characteristic： 

* Excellent chemical stability,  

* Excellent corrosion resistance 

* Light weight with good resilience 

* Excellent tensile strength 

* Excellent thermal shock resistance 

* Low conductivity and heat storage 

* Excellent sound absorption 

 

Application： 

* Furnace-related linings,  

* Fuse conduct lining 

* Ladle cover 

* Ladle pre-heater 

 



Technical Index：   

  Kaolin HP K HP S AZS Fibermax 

  Normal Standard 

Purity 

High Purity 1260 K 1260 S     

Temp Grade (0C)  1260 1260 1260 1260 1260 1430 1650 

Melting Point 0C 1760 1760 1760 1760 1760 1760 1760 

Color  Light Yellow Light Yellow White White White White White 

Working temperature  

 (0C) 

1000 1050 1100 1150 1176 1343 1560 

Fiber Diameter 

(microns)  

3-6 3-6 3-6 3-6 3-6 3-6 3-6 

Chemical composition  

Al2O3 41-47% 41-48% 47-51%   43-47% 29-31% 72% 

SiO2 49-57% 49-58% 49%-52%   53-57% 53-55% 28% 

ZrO2           15-17%   

Fe2O3 <1.5% <1.5% <1% <0.5%       

Thermal Conductivity W/mK), ASTM C201 -Mean Temp 

  96kg/m3 128kg/m3 160kg/m3   

600 0.15 0.12 0.11   

800 0.22 0.2 0.18   

100 0.31 0.27 0.21   

1200 (for 1430 

Blankets) 

0.44 0.36 0.33   

Density kg/m3 64, 96, 128, 160, 192 

Dimension mm 7320×610/1220×6/13/25, 3660×610/1220×38/50 

  Kaolin  HP K HP S AZS Fibermax 

  Standard Purity High Purity 1260 K 1260 S 1430 1650 

Temp Grade  (0C)  1260 1260 1260 1260 1430 1650 

Melting Point 0C  1760 1760 1760 1760 1760 1760 

Color Light Yellow White White White White White 

Working temperature 

(0C) 

1050 1100 1150 1176 1343 1560 

Density kg/m3 128、160、192、210、240     

Dimension mm 7320×610/1220×6/13/25、3660×610/1220×38/50 
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