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Product name: 

Ceramic Fiber Bulk 

 

Product Series： 

●    1260C Ceramic Fiber Bulk  

●    1430C Ceramic Fiber Bulk  

 

 

Description： 

●    Stable thermal capability 

●    Excellent friction coefficient 

●    Low abrasive, low noise, low shot content 

●    No static-formed sphere, easy to open  

 

Characteristic： 

* High temperature stability 

*    Low thermal conductivity 

* Low heat storage 

*    Excellent thermal shock resistance 

*    Superior corrosion resistance 

*    Excellent sound absorption 

 

Application： 

* Feed stock of vacuum forming 

* Fill and pack materials 

* Feed stock of special cements 

 

 

 

 

 

 



Technical Index：   

  Kaolin     

  Standard Purity High Purity High Purity AZS 

Temperature Grade ( 0C) 1260 1260 1260 1430 

Melting Point 0C  1760 1760 1760 1760 

Color  Light Yellow White White White 

Working temperature ( 0C) 1050 1100 1176 1343 

Fiber Diameter (microns)  3－6 3－6 3－6 3－6 

  

Chemical composition  

Al2O3 41-47% 45-51% 46-53% 26-30% 

SiO2 49-57% 49%-57% 47-54% 51-56% 

ZrO2       15-17% 

Fe2O3 <2% <1.5% <1.5% <0.5% 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

Address : Room 1201-3, 12/F., Chinachem Johnston Plaza,  

178-186 Johnston Road, Wanchai, Hong Kong. 

Tel : 852-26718808   Fax : 852-81679229   Email : sales@union-fortune.com 
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