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Product name: 

Ceramic Fiber Module 

 

Product Series： 

●    1260C Ceramic Fiber Module  

●    1430C Ceramic Fiber Module  

 

 

 

Description： 

● A series of ceramic fiber folded module was processed according the fiber module structure、

size by special machine on the ceramic fiber needle blanket which was corresponding material. 

In the course of processing, they should be maintained a certain proportional reduction, to 

ensure that compressed to form a integer set without joint between ceramic fiber folded blanket 

after ceramic fiber folded module have been built. Owing to the ceramic fiber folded module 

expand differently. Ceramic fiber folded module could be fixed to the stud which in the steel 

board of industrial furnace by series of anchors 

 

Characteristic: 

* Lightweight, easy to install and maintenance  

* Excellent thermal shock resistance 

* Low conductivity and heat storage 

* Excellent Insulation for lower energy cost 

 

Application： 

* Furnace-related linings,  

* Fuse conduct lining 

* Ladle cover 

* Ladle pre-heater 

 

 

 

 

 



Technical Index：  

  Kaolin HP K HP S AZS Fibermax 

  Normal Standard 

Purity 

High Purity 1260 K 1260 S     

Temp Grade (0C)  1260 1260 1260 1260 1260 1430 1650 

Melting Point 0C 1760 1760 1760 1760 1760 1760 1760 

Color  Light Yellow Light Yellow White White White White White 

Working temperature  

 (0C) 

1000 1050 1100 1150 1176 1343 1560 

Fiber Diameter 

(microns)  

3-6 3-6 3-6 3-6 3-6 3-6 3-6 

Chemical composition  

Al2O3 41-47% 41-48% 47-51%   43-47% 29-31% 72% 

SiO2 49-57% 49-58% 49%-52%   53-57% 53-55% 28% 

ZrO2           15-17%   

Fe2O3 <1.5% <1.5% <1% <0.5%       

Thermal Conductivity W/mK), ASTM C201 -Mean Temp 

  96kg/m3 128kg/m3 160kg/m3   

600 0.15 0.12 0.11   

800 0.22 0.2 0.18   

100 0.31 0.27 0.21   

1200 (for 1430 

Blankets) 

0.44 0.36 0.33   

Density kg/m3 64, 96, 128, 160, 192 

Dimension mm 7320×610/1220×6/13/25, 3660×610/1220×38/50 

  Kaolin  HP K HP S AZS Fibermax 

  Standard Purity High Purity 1260 K 1260 S 1430 1650 

Temp Grade  (0C)  1260 1260 1260 1260 1430 1650 

Melting Point 0C  1760 1760 1760 1760 1760 1760 

Color Light Yellow White White White White White 

Working temperature 

(0C) 

1050 1100 1150 1176 1343 1560 

Density kg/m3 128、160、192、210、240     

Dimension mm 7320×610/1220×6/13/25、3660×610/1220×38/50 
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